
GREENRIDE multicomponent ice melter 

TU 2152-001-93524115-2006 with rev. 1-4 

 

    

   

APPEARANCE: 

White to light-gray flakes or pearls with yellowish to light-brown shades. 

SPECIFICATIONS: 

INDICATOR NAME VALUE  

Content of magnesium ions (Mg+2), wt%, min. 11.8 

Content of alkali metal ions (Na+ and К+ ), wt%, max. 4.0 

Hydrogen ion activity of aqueous solution with a content of 1 wt%, within 6.0 – 9.0 

Total salt content converted to chlorides, %, min. 30.0 

Content of water-insoluble residue, wt%, max. 1.0 

Crystallization temperature of 42% solution, °С, min. minus 30 

Corrosivity toward metal (steel grade St.3), mm per year, max. 0.3 

 

USES: 

Used for controlling ice and snow on road pavements and in household applications: garages, parking areas, households, yards, 

entrances. Effective for icing preventive treatment. Recommended to be used on high traffic roads during snowfalls at low 

temperatures. Works at temperatures of 0 to minus 30°C. To reduce the negative effect of the ice-melter on biogeocenosis, biophile 

additives based on natural brines from the Svetly Yar deposit with effective corrosion inhibitor have been introduced into the 

composition. 

 

PACKAGING: 

Special single-use, reusable or multiple-use big bags with a net weight 0.5 to 1.0 t, including customized bags. Polypropylene bags 

(laminated or with polyethylene inserts) with a net weight of 25 kg. Upon agreement with the customer, other packaging types can be 

used provided that they guarantee the absolute safety of the product and do not compromise its quality; different weights are also 

available. 

 

TRANSPORTATION AND STORAGE: 

Any means of transportation in accordance with the shipping rules applicable for the particular means of transportation. Guaranteed 

shelf life is 24 months from the manufacture date. 

 

SPECIAL PROPERTIES: 

Non-toxic, non-flammable and non-explosive. Belongs to low hazardous substances according to GOST 12.1.007. Maximum allowable 

concentration in the workplace air and environmental media is not restricted. 
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